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B. Installation of the USB driver software 
 
The Sea Gull Interface Box controls the communication between the USB port in the 
PC and the Sea Gull Instruments. The USB communication needs the installation of 
the FTDI D2XX driver. 
 
Step   
1 Disconnect your computer from the 

Internet 
 
Warning: Windows XP (SP1) will 
install by default the VCP (Virtual 
Com Port) driver for this product. 
When the computer is connected 
to the internet this driver will be 
found and installed (in some cases 
without any prompts!). The Sea 
Gull Box will not work with this 
driver!  

 

   
  Windows XP SP2 will ask for 

connection 
Check ‘No, not this time’ and click Next  

 If you have installed this driver by accident, you must uninstall it via 
Add/Remove Software on the Windows Control Panel. 
 

   
2 Insert the disk with the driver, labelled ‘Installation CD for Sea Gull 

Simulation Instruments’ in your computer.  
(Or download the driver files from our website. Unzip/copy all the files to a 
directory on your PC. Let’s assume you called that directory 
D:\Drivers\PID_E018.) 

   
3 Connect the Sea Gull Box to a free 

USB port. 
Windows will launch the Add New 
Hardware wizard to find and install 
the device driver. 
 

 
  Check ‘Install from a list or specific 

location (Advanced)’ [Next]. 
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4 Uncheck ‘Search removable …’. 
 
Check ‘Include this location in the 
search’ and click [Browse]. 

 
   
   
   
5 Browse to the disk / the folder 

containing the drivers (like 
D:\FTDI_PID_E018 or 
D:\Drivers\PID_E018), [OK]. 

 
   
6 After you selected the location 

click [Next >] 
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7 Windows XP will warn you that this 
driver did not pass the Logo Test. 
This is because FTDI has chosen 
not to opt for the Logo test for this 
driver. Please trust the vendor 
FTDI (www.FTDIchip.com) and 
install the driver. 
Click [Continue Anyway] 

 
   
8 Windows will [Finish] the 

installation and the Sea Gull Box is 
ready for use.  
 
 
 
Please return to the general 
instructions for installation of 
software and instruments. 
 

 
   
   
 


